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Urban Engineers, Inc. (Urban) conducted a Public Information Center (PIC) to update the public on the progress 
of the (1) High Street Pedestrian Safety Improvements Project and the (2) 3rd Street and Wheaton Avenue 
Pedestrian Safety Improvements Project and solicit public feedback. The PIC took place on January 7, 2026, and 
a public comment period was then offered from January 7, 2026 – February 7, 2026. The following 
memorandum summarizes the comments received and the project team’s response to the comments.  

Comments Received 

One (1) physical comment form was received, and zero (0) virtual comments were submitted. The one (1) 
comment received expressed a concern with the proposed new traffic pattern and indicated that the new traffic 
pattern may direct more traffic to the residential area of the City (3rd Street) where there are already several 
bus stops. The comment shared that this may cause queueing on 3rd Street where drivers often turn left onto 
Wheaton Avenue from G Street.  

For reference, a graphic with the proposed reconfiguration is provided at the conclusion of this memo. 

Additional comments were received verbally during the Public Information Center (PIC). These comments have 
been noted in the PIC Meeting Minutes and can be found on the project website.  

Response: 

While more traffic will be routed to 3rd Street between G Street and D Street, the project will provide stated 
safety benefits by adhering to this change in traffic pattern. These safety benefits include reducing the traffic 
through the problematic 2-way skewed stop intersections along Wheaton Avenue and providing curb extensions 
along N 3rd Street for pedestrian safety and traffic calming. Furthermore, the impact on traffic has been 
investigated. The traffic operations analysis was completed using the Synchro software project with traffic 
volumes re-routed based on the proposed changes along Wheaton Avenue. The proposed condition provides a 
continuous G Street left-turn lane which will accommodate any queueing of left-turning vehicles from G Street 
onto 3rd Street and prevent these vehicles from blocking G Street through vehicles. 

During the PM peak hour, the 3rd Street Northbound right-turn at G Street has approximately two car lengths 
for maximum queue, or 50 feet. This Northbound right-turn movement operates at LOS C conditions, which is 
good operation. Traffic operation grades are LOS A to F, with LOS A to D being target operation for vehicles. 
LOS E and LOS F are degraded conditions with increased delay and queuing.   

During the PM peak hour, the G Street Eastbound left-turn at Wheaton Ave has approximately five car lengths 
for maximum queue, or 225 feet, which is less than the storage distance between Wheaton Avenue and N 3rd 
Street (550’ approx.). This Eastbound left-turn movement operates at LOS B conditions, which is good operation. 
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